
APP300

APVM

 
Manual dispenser APP 300

Type Art-No Suitable for ResiFIX Type
€ / 
pc [pcs]

APP 300 300APP 300 / 165 / 280 1

APP380

Manual dispenser APP 380

Type Art-No Suitable for ResiFIX Type
€ / 
pc [pcs]

APP 380 380APP 410 1

Manual dispenser APVM

Type Art-No Suitable for ResiFIX Type
€ / 
pc [pcs]

APVM 345APVM 345 / 300 / 280 / 165 1

1:25
Metal

410 ml

•	 High force transmission of 1:25 and so noticeably reduced force exenditure
•	 Robust manual dispenser made out of metal
•	 Suitable for ResiFIX cartridges with 410 ml

•	 High force transmission of 1:25 and so noticeably reduced force exenditure
•	 Robust manual dispenser made out of metal
•	 Low weight due to the use of magnesium only 680 g light; therefore increased working comfort
•	 Suitable for side-by-side cartridges with 345 ml content. Also suitable for standard cartridges with 165 ml, 280 ml, 300 ml to read the scale units 

of ResiFIX; outer rod serves as a pointer

•	 High force transmission of 1:25 and so noticeably reduced force exenditure
•	 Robust manual dispenser made out of metal
•	 Also suitable for all standard cartridges, e.g. commercial adhesives and sealants (silicone, MS Polymer)
•	 Reduced weight - improved working comfort
•	 The cartridge area is rotatable 360° which facilitates the usage of sealants especially in corners

1:25
Metal

680 g

ResiFIX Manual dispenser

OL385

Manual dispenser OL for ResiFIX Pure Epoxy  

Type Art-No Suitable for ResiFIX Type
€ / 
pc [pcs]

OL 385 385OL 440 / 585 1

Metal

1:25
Metal

360˚ 360˚760 g
300, 280 ml 

165 ml

345, 300 ml 
280, 165 ml
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Fastening injection system ResiFIX - Accessories

Cleaning brush RBS made of steel, for concrete

Type Art-No
Length Brush-Ø

Suitable for 
drill hole-Ø Suitable for

anchor stud
Connecting 

thread
€ / 
pc

[mm] [mm] [mm] [pcs] [pcs]

RBS10 9M12RBK 170 12 10 M8 M6 5 –
RBS12 9M14RBK 170 14 12 M10 M6 5 –
RBS14 9M16RBK 200 16 14 M12 M6 5 –
RBS18 9M20RBK 200 20 18 M16 M6 5 –
RBS24 9M26RBK 250 26 24 M20 M6 5 –
RBS28 9M30RBK 300 30 28 M24 M6 5 –

Cleaning brush RBK made of nylon, for masonry (with wooden handle)

Type Art-No
Length Suitable for hole-Ø € / 

pc[mm] [mm] [pcs] [pcs]

RBK Ø20 9PLRBK 300 20 5 –
Not part of the ETA assessment

Mixing nozzle MD transparent

Type Art-No
Suitable 

cartridges
€ / 
pc [pcs] [pcs]

MD 9MRMEA all, except Pure Epoxy 20 –

 9MDV       975MDV    

Mixings nozzle extension MDV for MD

Type Art-No
Outer Ø Length € / 

pc[mm] [mm] [pcs] [pcs]

MDV 10 9MDV 10 200 10 –
MDV 7,5* 975MDV 7,5 200 10 –

* Especially suitable for metal sleeve SH 12-100 (see page 189)

 

MRBKV:
Extension
for RBS         

MRBKH:
Handle 
for RBS  

Handle and Extension for RBS

Type Art-No
Length Suitable for RBS Connecting  

thread
€ / 
pc[mm] Ø [pcs] [pcs]

MRBKV MRBKV 140 all M6 5 –
MRBKH MRBKH – all M6 5 –

MADE 
IN 

GERMANY

Blow out pump AB

Type Art-No
Tube-Ø € / 

pc[mm] [pcs] [pcs]

AB BOP 8 1 –

188
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Fastening injection system ResiFIX - Accessories

with centering cap                                           
European Technical Assessment 

for masonry 

  

Halogen
freiHALOGEN

FREE

Plastic sleeves SH

Type Art-No
d0 Ld h0 Suitable for € / 

100 pcs[mm] [mm] [mm] thread Ø [pcs] [pcs]

SH 12-601) 91260SH 12 60 65 M6, M8 24 432
SH 12-80 91280SH 12 80 85 M6, M8 24 432
SH 16-85 91585SH 16 85 90 M8, M10 12 216
SH 16-130 915130SH 16 130 135 M8, M10 12 144
SH 20-85 92085SH 20 85 90 M12, M16 12 216
SH 20-130 920130SH 20 130 135 M12, M16 20 160
SH 20-200 920200SH 20 200 205 M12, M16 20 160

Note: The system (resin, sleeve and anchor rod) is only approved completely if approved components are used.
1) Not part of the ResiFIX ETA assessments

Metal sleeves SH-1000 can be cut individually (length 1m)

Type Art-No
d0 h0 Suitable for € / 

pcs[mm] [mm] thread Ø [pcs] [pcs]

SH 12-1000 12TMRMEA 12 flexible M6 – M8 10 –
SH 16-1000 16TMRMEA 16 flexible M8 – M12 10 –
SH 22-1000 22TMRMEA 22 flexible M12 – M16 8 –

�

Internal threaded sleeves IGH

Type Art-No
d0 h0

Suitable 
for

Thread L* Outer Ø
Suitable 

for € / 
100 pcs

[mm] [mm] thread Ø [mm] [mm] sleeve [pcs] [pcs]

IGH M8-80 9880IGH 14 90 M8 26 12 SH 16-85
SH 20-85 12 324

IGH M10-80 91080IGH 16 90 M10 26 14 SH 20-85 12 324
IGH M12-80 91280IGH 18 90 M12 26 16 SH 20-85 12 324

*Internal thread length

  Drill hole depth h0 = hef

Eff. anchorage depth hef Thickness of fixture tfix

d0
Torque

TinstDr
ill

 h
ol

e 
Ø

Drill hole depth h0

Min. anchorage depth hef Thickness of fixture tfix

d0

Dr
ill

 h
ol

e 
Ø

Torque
Tinst
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ResiFIX Anchor studs

�        
RESI AST, zinc plated 5.8 with nut and washer

Type
ds - L

Art-No

in concrete in solid brick in hollow brick

€ / 
100 pcs

d0 hef, min

tfix, max  
for hef, 

min

hef, Stand 
1) tfix, max for 

hef, stand

d0 - h0 tfix, max Sleeve
tfix, max

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [Type] [mm] [pcs] [pcs]

M8-110 98110RAST 10 60 40 80 20 10 - 80 20 SH 12-80 20 10 100
M8-130 98130RAST 10 60 60 80 40 10 - 80 40 SH 12-80 40 10 100
M10-110 910110RAST 12 60 40 90 10 12 - 90 10 SH 16-85 15 10 100
M10-130 910130RAST 12 60 60 90 30 12 - 90 30 SH 16-85 35 10 100
M10-170 910170RAST 12 60 100 90 70 12 - 90 70 SH 16-85 75 10 100
M10-200 910200RAST 12 60 130 90 100 12 - 90 100 SH 16-85 105 10 60
M12-130 912130RAST 14 70 45 110 5 14 - 100 15 SH 20-85 30 10 100
M12-160 912160RAST 14 70 75 110 35 14 - 100 45 SH 20-85 60 10 100
M12-210 912210RAST 14 70 125 110 85 14 - 100 95 SH 20-85 110 10 60
M16-160 916160RAST 18 80 60 125 15 18 - 100 40 SH 20-85 60 10 60
M16-190 916190RAST 18 80 90 125 45 18 - 100 70 SH 20-85 90 10 60
M16-235 916235RAST 18 80 135 125 90 18 - 100 115 SH 20-85 135 10 40
M20-240 920240RAST 24 90 130 170 50 not suitable not suitable 5 20
M24-300 924300RAST 28 96 180 210 65 not suitable not suitable 5 20

�  A4
STAINLESS

STEEL

     
RESI AST, stainless steel A4 with nut and washer

Type
ds - L

Art-No

in concrete in solid brick in hollow brick

€ / 
100 pcs

d0 hef, min

tfix, max  
for hef, 

min

hef, Stand 
1) tfix, max  

for hef, stand

d0 - h0 tfix, max Sleeve
tfix, max

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [Type] [mm] [pcs] [pcs]

M8-110 9X8110RAST 10 60 40 80 20 10 - 80 20 SH 12-80 20 10 100
M8-130 9X8130RAST 10 60 60 80 40 10 - 80 40 SH 12-80 40 10 100
M10-110 9X10110RAST 12 60 40 90 10 12 - 90 10 SH 16-85 15 10 100
M10-130 9X10130RAST 12 60 60 90 30 12 - 90 30 SH 16-85 35 10 100
M10-170 9X10170RAST 12 60 100 90 70 12 - 90 70 SH 16-85 75 10 100
M10-200 9X10200RAST 12 60 130 90 100 12 - 90 100 SH 16-85 105 10 60
M12-130 9X12130RAST 14 70 45 110 5 14 - 100 15 SH 20-85 30 10 100
M12-160 9X12160RAST 14 70 75 110 35 14 - 100 45 SH 20-85 60 10 100
M12-210 9X12210RAST 14 70 125 110 85 14 - 100 95 SH 20-85 110 10 60
M16-160 9X16160RAST 18 80 60 125 15 18 - 100 40 SH 20-85 60 10 60
M16-190 9X16190RAST 18 80 90 125 45 18 - 100 70 SH 20-85 90 10 60
M16-235 9X16235RAST 18 80 135 125 90 18 - 100 115 SH 20-85 135 10 40
M20-240 9X20240RAST 24 90 130 170 50 not suitable not suitable 5 20
M24-300 9X24300RAST 28 96 180 210 65 not suitable not suitable 5 20

Also suitable for ResiFIX: Anchor studs VA AST for the bonded anchor (with outer hexagon)
Further lengths, steel 8.8, hot-dip galvanized steel and stainless steel HCR on request
1) Standard anchorage depth means the usually used anchorage depth. Min. anchorage depth according to ETA assessment

Option 1

European Technical Assessment 
Option 1 for cracked concrete

Masonry

European Technical Assessment 
for masonry

1/C2

Approvals and certificates

Option 7

European Technical Assessment 
Option 7 for non-cracked concrete
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�
Blister IGH

Type Art-No
d0 h0 Suitable for Outer Ø € / 

Blister
 [mm]  [mm] thread Ø [mm] [pcs] [Blister]

IGH M8-80 5880IGHM4 14 90 M8 12 4 10
IGH M10-80 51080IGHM4 16 90 M10 14 4 10

�
European Technical Assessment

for masonry and Concrete 

      
Blister RESI AST, zinc plated

Type Art-No Thread
Length € / 

Blister
L [mm] [pcs] [Blister]

8-110 58110VMAST4 M8 110 4 10
10-130 510130VMAST4 M10 130 4 10
12-160 512160VMAST4 M12 160 4 10

Note: The system (resin, sleeve and anchor rod) is only approved completely if approved components are used.

with centering cap �
European Technical Assessment 

for masonry 

  

Halogen
freiHALOGEN

FREE

Blister SH

Type Art-No
d0 h0 Suitable for € / 

Blister
 [mm]  [mm] thread Ø [pcs] [Blister]

SH 12-80 51280SH4 12 85 M6, M8 4 10
SH 16-85 51685SH4 16 90 M8, M10 4 10
SH 16-130 515130SH4 16 135 M8, M10 4 10
SH 20-85 52085SH4 20 90 M12, M16 4 10

Note: The system (resin, sleeve and anchor rod) is only approved completely if approved components are used.

    incl.      

Heavy-duty sleeve ResiTHERM® 37S M12 Set for heavy-duty applications in hollow / perforated bricks

Type Art-No
Set contains

(packed in bag)
L

Thickness of insulation 
material hD

€ / 
Set

[mm] [mm] [Set] [Sets]

RTH S RTHS2

2x �ResiTHERM® 37S M12
2x �Threaded stud M12x70 mm,  

Stainless steel A4
2x �Washer M12 DIN 125,  

Stainless steel A4 
2x �Hexagon nut M12 DIN 934,  

Stainless steel A4
1x �ResiFIX VY300SF incl. 2 mixing 

nozzles MD

125 0 1 10

For further information, technical data see page 114
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